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A BILL FOR 
l An Act relating to the operation of school buses. 

2 BE IT ENACTED BY THE GENERAL ASSEMBLY OF THE STATE OF IOWA: 

3 Section 1. Section three hundred twenty-one point three 

4 hundred seventy-two (321.372), subsection one (1), Code 

5 1973, is amended by adding the following new unnumbered 

6 paragraph: 

7 NEW UNNUMBERED PARAGRAPH. A school bus shall, while 

8 carry~ng passengers, have its headlights turned on. 

9 EXPLANATION 

10 This bill requires a school bus to have its headlights 

11 turned on while carrying passengers. 
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S-426 
l Amend Senate File 163 by striking everything after 
2 the enacting clause and inserting in lieu thereof the 
3 following: 
4 Section 1. Section three hundred twenty-one 
5 point three hundred seventy-two (321.372), subsection 
6 one (1), Code 1973, is amended to read as follows: 
7 1. The driver of any school bus used to trans-
8 port children to and from a public or private school 
9 shall, when stopping to receive or discharge pupils, 

10 turn on flashing warning lamps at a distance of not 
11 less than three hundred feet nor more than five 
12 hundred feet from the point where said pupils are to 
13 be received or discharged from the bus. At the point 
14 of receiving or discharging pupils the driver of the 
15 bus shall bring bus to a stop, turn off the amber 
16 flashing warning lamps, turn on the red flashing 
17 warning lamps, and extend the stop arm. After receiving 
18 or discharging pupils, the bus driver shall turn off all 
19 flashing warning lamps, retract the stop arm and proceed 
20 on the route. No The driver of a school bus shall not 
21 stop to load or unload pupils unless there is at least 
22 three hundred feet of clear vision in each direction. 
23 !'>.The driver of a school bus, when operating on a 
24 highway with four or more lanes shall not stop to load 
25 or unload pupils who must cross the highway, except 
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1 at designated stops where pupils who must cross the 
2 highway may do so at points where there are official 
3 traffic control devices or police officers. 
4 The driver of a school bus shall, while 
5 carryLng passengers, have the headlights turned 
6 on at all t1mes. 
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