199—9.11(479,479B) Document submittal. Once a project is completed, project documents shall be submitted as follows.
    9.11(1) Document turnover. The county inspector shall submit to the county board of supervisors and the pipeline company copies of inspection reports; tile reports and maps; punch lists; notice of violation documents; decompaction agreements; separate agreements, including those that excuse the pipeline company from certain construction responsibilities; and landowner agreements. The documents shall also be available for inspection by the commission or an affected person upon request.
    9.11(2) As-built drawings. The pipeline company shall provide the county inspector and affected landowners with copies of pipe alignment as-built drawings and underground drain tile as-built drawings, including the Global Positioning System location of drain tile.

Drawing No. 
IUC PL-1
[image: ]

Drawing No. 
IUC PL-2
[image: ]
[ARC 9089C, IAB 4/2/25, effective 5/7/25]
document_image_rId4.png
RESTORATION OF DRAIN TILE

‘ORIGINAL POSITION OFTIE BEFORE EXCAVATION

. AeLocATED PoSMONOFTLE LI APTER EXCAYATION S OTE 11

/ 1 7AND T 0 NECESSARY LENGTH

coumeor e )

mm”! i

; CHANNEL OR RIGID PIPE (SEENOTES 34.0

— .

(PLAN VIEW)

20 MINIAUM LENGTH OF CHANKEL OR RIGIDPPE SUPFORT

S

\
e\ g
YT e

cunmer see 5}

/‘\

o >, Sentnud sELom
Sickssiron , X cuammes on T

PIE FOR sUpPORT.7. 1 R0 secTona-n)
e spavesceeos s — 2 ﬁ e

(METHOD OF SUPPORT - - ELEVATION)

°TICE suaLL o€ RELOCATED AS oW WHEN ANGLE °
3. DIAMETER OF RIGIO I SHALL B€ OF ABEQUATE SIZE To
o THE CHANNEL SECTIONS SHOWN AND I APPROVED BY

TEROR

secnona





document_image_rId5.jpeg
RESTORATION OF TERRACE

O AN N
Vil S
O e S
NN

NOTE:

‘COMPACTION OF BACKFILL TO BE EQUAL TO THAT OF THE UNDISTURBED
ADJACENT SOIL.




