761—145.2(321P) Conditions for mobile systems. 
    145.2(1) Placement. 
    a.  Except when used in a construction zone, a mobile system shall not be placed or parked:
    (1)  Less than 15 feet from any traffic lane of an interstate road unless shielded by a crashworthy barrier.
    (2)  On the outside shoulder of any non-interstate primary road for longer than 72 hours unless shielded by a crashworthy barrier.
    (3)  Within the median or on the inside shoulder of any road.
    (4)  Less than two feet behind the back of a curb on any road.
    (5)  Less than two feet from the edge of any traffic lane on any road.
    b.  When used in a construction zone, a mobile system shall be shielded by a crashworthy barrier unless it is placed or parked more than 15 feet from any active traffic lane.
    145.2(2) Duration of use. Except when used in a construction zone, a mobile system shall not be used in one location for longer than three consecutive weeks or be used in one location for more than 21 days in any 45-day period. When used in a construction zone, a mobile system may be used in one location for the duration of construction activities. 
    145.2(3) Public notice. A local authority operating a mobile system shall provide information regarding where and when a mobile system will be used on the local authority’s Internet site or social media outlets.
    145.2(4) Vehicles and trailers. A vehicle or trailer used as a mobile system shall be operated by a law enforcement agency, marked with distinguishing decals, and identified by a distinguishing license plate affixed to the vehicle or trailer.
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