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567—62.8(455B) Effluent limitations or pretreatment requirements more stringent than the
effluent or pretreatment standards.

62.8(1) Effluent limitations more stringent than the effluent limitation guidelines. An effluent
limitation more stringent than the effluent limitation guidelines representing the degree of effluent
reduction achievable by application of the best practicable control technology currently available may
be required in an NPDES permit if the factors relating to the equipment or facilities involved, the
process applied, or other such factors related to the discharger are fundamentally different from the
factors considered by the administrator in the establishment of the guidelines. An individual discharger
or other interested person may submit evidence concerning such factors to the director. On the basis of
such evidence or other information available to the director, the director will make a written finding
that such factors are or are not fundamentally different for the facility compared to those specified in
the development document. Any such more stringent effluent limitation must, as a condition precedent,
be approved by the administrator.

62.8(2) Effluent limitations necessary to meet water quality standards. No effluent, alone or in
combination with the effluent of other sources, shall cause a violation of any applicable water quality
standard. When it is found that a discharge that would comply with applicable effluent standards in
62.3(455B), 62.4(455B) or 62.5(455B) or effluent limitations in 62.6(455B) would cause violation
of water quality standards, the discharge will be required to meet whatever effluent limitations are
necessary to achieve water quality standards, including the nondegradation policy of 567—subrule
61.2(2). Any such effluent limitation shall be determined using a statistically based portion of the
calculated waste load allocation, as described in “Supporting Document for Iowa Water Quality
Management Plans” (Iowa Department of Water, Air and Waste Management, July 1976, Chapter IV,
as revised on June 16, 2004). (Copy available upon request to the Department of Natural Resources,
Henry A. Wallace Building, 900 East Grand, Des Moines, Iowa 50319. Copy on file with the Iowa
Administrative Rules Coordinator.)

62.8(3) Pretreatment requirements more stringent than pretreatment standards or requirements. The
department or the publicly owned treatment worksmay impose pretreatment requirements more stringent
than the applicable pretreatment standard of 62.4(455B) or pretreatment requirements of 62.6(455B) if
such more stringent requirements are necessary to prevent violations of water quality standards, or the
permit limitations of the treatment works.

62.8(4) Effluent limitations or pretreatment requirements in approved areawide waste treatment
management plans. Effluent limitations or pretreatment requirements more stringent than applicable
effluent or pretreatment standards in 62.3(455B) to 62.5(455B) or effluent limitations or pretreatment
requirements in 62.6(455B) may be imposed by the department if the more stringent effluent limitations
or pretreatment requirements are required by an approved areawide waste treatment management
(208(b)) plan.

62.8(5) Effluent limitations for pollutants not covered by effluent or pretreatment standards. An
effluent limitation on a pollutant not otherwise regulated under 62.3(455B) to 62.6(455B) (e.g.,
polybrominated biphenyls, PBBs) may be imposed on a case-by-case basis. Such limitation shall be
based on effect of the pollutant in water and the feasibility and reasonableness of treating such pollutant.


